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dewalk ramps shall be constructed and cured as specified in this Section 

alk with a minimum thickness of 100 mm (4 in.) and shall be measured and paid 
s specified for the item of sidewalk involved, and no additional compensation will 

424.10 Disposal of Surplus Material. Surplus or waste material resulting 
Ik construction operations shall be disposed of by the Contractor 

424.1 1 Method of Measurement. Portland cement concrete sidewalk and 
easured for payment in place. and the area computed+I 

Basis of Payment. This work will be paid for at the contract unit price 
t) for PORTLAND CEMENT CONCRETE C 
price shall include all required expansion 

Earth excavation required will be paid for according to Section 202 

424.12 

Muring, and variable height edge treatment at sidewalk ramps. 

PAVEMENT REHABILITATION 

SECTION 440. REMOVAL OF EXISTING PAVEMENT AN 
APPURTENANCES 

entrances; paved ditch. median, paved shoulders, driveway pavement, 

te medians. The reference to "paved shoulders" in 

ngth at the co went concrete. 

CONSTRUCTION REQUIREMENTS 

.02 General. All existing pavement. including surface courses, base 
and stabilized subbases, and other appurtenances as listed above, which 
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along the edge of the gutter which is in actual contact with the edg 
pavement. 2 Materials. Materials shall meet the requirements of Section 1000 ~ 

Sidewalk removal, median removal and median removal partial depth 
measured for payment in place and the area computed in square 
(square feet). CONSTRUCTION REQUIREMENTS 

Removal of any of the items listed above outside the designated 
shown on the plans or as directed by the Engineer will not be me 
payment. The removal of base and stabilized subbase will not be 
for payment as separate items, but shall be considered as incl 
contract unit price for Pavement Removal, and no additional co 
will be allowed. 

03 
to the original cross section. 

General. All base, surface courses or subbase removed shall be 

ation of the surface of the replaced surface course shall not vary more 
/e in.) from the elevation of the surface of the adjoining surface course. 
e in the case ,of surface, base course and subbase removal, and the 
ller on the base wurse in the case of surface course removal, shall be 

440.08 Basis of Payment. This work will be paid for at the contract 
per square meter (square yard) for PAVEMENT REMOVAL, DRIVEWAY PA 
REMOVAL and PAVED SHOULDER REMOVAL; at the contract unit price 
meter (square yard) for BITUMINOUS SURFACE REMOVAL of the 
specified; at the contract unit price per meter (foot) for CURB REMOVAL, 
REMOVAL, COMBINATION CURB AND GUTTER REMOVAL, and PAVE 
REMOVAL; and at the contract unit price per square meter (square 
SIDEWALK REMOVAL, MEDIAN REMOVAL and MEDIAN REMOVAL 
DEPTH. The contract unit price for Pavement Removal shall include rem 
disposing of the entire pavement structure. 

so that this result will be obtained. 

y reason of constructiwn operations outside of the wowing 
the form line specified shall be replaced by the Contractor 

Portland Cement Concrete Base and Surface Courses. Portland 
Crete base or surface courses or natural cement concrete base or surface 

ed shall be replaced with portland cement concrete base or 
the requirements of Sections 353 and 420, respectively, 
of consolidating and finishing will be permitted. 

The contract unit price for Gutter Removal shall include removing 
outlets and entrances. including concrete boxes and outlet pipes, and 
troughs and end curtain walls even though they may partially extend beyon 
of measurement. 

5 Brlck, Granite Block and Wood Block Surface Courses. Brick, 
lock or wood block surface courses which are removed shall be replaced if 

plans or directed by the Engineer. Whole sound brick, granite blocks 
s taken from the original surface course shall be used in the 

. f additional brick. granite blocks or wood blocks are required, the 
hall furnish a similar type and size to those which are being replaced. 
e Mock or wood block surface course shall be laid on a sand or limestone 

s cushion approximately 25 mm (1 in.) thick, and shall have the joints filled 
alt. The surface or base, may be restored to the proper elevation by use of 

compacted bituminous material or air-entrained portland cement 
rding to Article 441.04. 

Bituminous Surface and Binder Courses. Bituminous surface and 
rses which are removed shall be replaced by an equal thickness of 

Description. This work shall consist of the removal and rep1 materials meeting the requirements of either Section 405 or 406. The 
and any necessary excavation and embankment of all surface, base cou be that which closely conforms to the type which was removed, and 
subbase as shown on the plans. ed in writing by the Engineer. 

Where all of the pavement, including subbase, base and surface course, Gravel or Crushed Stone Base and Surface Courses. Gravel or 
replaced, the item wilt be specified as "Pavement Replacemenr. If only ne base and surface courses which are removed shall be replaced by an 
course. binder course. cushion and joint filler is to be replaced. the item ness of materials meeting the requirements of Section 351 or Section 402. 
specified as "Pavement Replacement ~ Surface Course". ed shall be that which closely conforms to the type which was removed 

approved in writing by the Engineer. 
The term "excavation" or "embankment" as used in this Arlicle refers 

necessary for the preparation of the subgrade, where the "Pavement Rep1 Base and Subbase Replacement. All granular or stabilized base and 
ich are remwed shall be replaced with an equal compacted thickness of 
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The contract unit price for Pavement Removal shall include removi 
disposing of the entire pavement structure, including surface, base, a 
stabilized subbase. 

The contract unit price for Paved Ditch Removal shall include removing a 
all anchor walls and cut-off walls encountered. 

SECTION 441. PAVEMENT REPLACEMENT 

441.01 

I fulldepth. 


